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VEM-5Liter/10L Liter laboratory vacuum emulsifying mixer 

QUOTATION 

One: price 

Item Commodities  Qty 
(set)          (THB) Remarks  

1 
 

Vacuum Emulsifying 
Mixer, 
model: VEM-5 Liter 
Button control 

1 395,500  BATH          

 SS316 for connect parts, meet 
GMP standards. 

 With 3 pots, emulsifying pot, 
water and oil pots 

 With homogenizer, 3000rpm 
 With scraper, frame & blade 

stirrer, variable speed 0-86rpm 
 With double jackets 
 With heating & cooling 

system 
 The stirring speed, time and 

temperature are auto control, 
digital show. 

 Button control panel Electric 
control of lifting  

 All the components suppliers 
are ISO companies. 

 

Vacuum Emulsifying 
Mixer, 
model: VEM-10 Liter 
Button control 

 420,000  BATH 
 

Remark: 
1. Delivery in 45-50 working days after receiving the advance payment. 

2. The advance payment is 50%, paid by T/T, the balance payment be paid by T/T before delivery 

3. The price is available in 30days. 
4.  One year warranty and lifetime service. 

VEM Vacuum Emulsifying Mixer 
Formation： 
VEM Laboratory Vacuum Emulsifying Mixer Series is designed on the basis of German technology, 
this machine is special design for liquid mix for cream,loton etc. It is composed of emulsification 
boiler (fluctuating cover, overturn kettle form or outside circle form), water boiler, oil water, vacuum 
system, heating and temperature control systems, cooling systems, electric machinery control 
systems. etc,  
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Work Elements： 

 

After the materials are in the water boiler and oil boiler to heating & mixing then draw into the emulsifi

cation boiler by the vacuum pump, through the middle(fixed) stirrer & teflon Scrapers residues stirrer in the 

emulsification boiler that sweep the residues on the wall of the boiler, so make the produces of wiped off

 become the new interface constantly, then the blade cut off 、compress、fold round 、mixing and runnin

g to the homogenizer, according to the high shear wheel and the cutting case to strong cutting off、impac

t、Without rules mobility, etc. the material by cutting in the cut interstices and turn to a particle of 200nm-

2um prompt, because the emulsification boiler is under vacuum state, the bubble that the supplies produce

 in the course of mixing is taken away in time.     
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Features： 

The pot cover is automatic rising type, the material was directed draw into the emulsifying boiler from oil 

boiler and water boiler based on a pipe that is under vacuum, the discharge is based on the turn the emulsif

ying boiler. And the heating system is electric heating or steam heating that the temperature is automation c

ontrol. Put the cool water into the intercalated bed so cooling the material, simple operation and safety ( at th

e outside have a warm layer). The homogenizer and the blade stirring can together work or separate work..

 the material sliming、emulsification、mixing、dispersing，etc.    What will finished during short time. Co

ntact position adopt high-quality stainless steel (medical use adopt 316L material make with supplies, the 

polishing of surface of the mirror of interior surface, mix the hygiene of the device in vacuum, it accords

 with the normal hygiene standard manufacture of GMP to adopt that is most idear production equipment. 

Applied range: 

Cosmetic: face cream, hand cream, sunscreen cream, eyelash to cream, hair gel, lotion, bath shampoo,  

hair gel, nail polish, hair conditioner etc. 

Pharmaceutical industry: ointments, syrup, nutrition, bio-products, paste of pharmaceutical etc. 

Daily use industry: toothpaste, detergents, shoes polish, soap, fragrance etc 

Food industry: sauces, jam, chocolate, butter, vegetable proteins, animal proteins etc. 

Chemical industry: Painting, pigment, dyes, paints, adhesives detergents, 
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LAB VACUUM HOMO 
LAB VACUUM HOMO 

OIL POT WATER POT 
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Technical parameters of VEM-10 Liter laboratory vacuum emulsifying mixer 

PN 
VEM-10 laboratory vacuum emulsifying mixer 

Capacity Design volume: 10L, working capacity:8 L  

Kettle Cover  Liquid(particle)inlet, sunk material inlet, air inlet with filter, inspect light and 
sight glass,  vacuum port 

 
 
 

Mixing pot 

 
Material  

Inner layer: SUS316       thickness: 4mm 

Middle layer: SUS304        thickness: 4mm 

 
configuration 

Bottom material exhaust, size: DN25 

Temp. sensor (0-199℃) 

Electrical heating: 2kw, cooling water inlet 

Put water or oil 

to the jacket of 

emulsifying pot 

to heating and 

cooling the 

products  

Vacuum 

Pressure  

gauge 
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Stirring system 

Homogenizer 1.Material: SUS304; standard homogenizer 
2. Power: 1.1kw/230/60Hz; RPM: 2980R/Min 

Stirring scrap and 
middle stirring 

Material: SUS316，Scrap material: PTFE 

1. Stirring scrap and middle stirring use the same motor 
2 、 Power ： 0.55kw/230V/60Hz ； RPM ： 0~86r/min
（Frequency control） 
3.  Stirring scrap and middle stirring rotating the 
opposite direction   

Safety: 1. During stirring, the cover can not open, 2. 
Cover lift can not stirring. 

Heating method Jacket electrical heating 

Exhaust 
method 

Bottom exhaust or positive pressure exhaust material 

Control box SUS304 , 1.2mm thickness 

 Water pot 

Design volume 3.35Liter 

Working capacity 1L~2.7Liter 

Stirring power 0.025kw 

Stirring speed 1400 RPM 

Oil pot 

Design volume 3.35Liter 

Working capacity 1Liter ~2.7Liter 

Stirring power 0.025kw 

PS： 
1. Contact products material is SUS316, mirror polished. Others SUS304 mirror polished. Sealing 
material is VITON, scrap material PTFE, pipe line connection use TRI-CLAMP, easy for take out.  

2. Welding: all welding parts is full weld.   

Drawing: 

5. Details:  
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Inspection light           View window 

  

Electric control system                      
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Button control for mixing time and temp. 

  
 

After Sales Service 

1. The above machine which we supply it to you, we can give you 18 month after sales warranty.  
2. Maintenance services: any malfunction happened, once you enquiry us, we will reply you within 
48 hours except the special reasons. 
3. Any damage except the wrong operation during warranty period is repaired freely. We guarantee 
will send it to customer by DHL, Fedex, UPS etc.If we have parts in our warehouse，we will send 
within 24 hours, if we don't have it in our warehouse, we will manufacture it with our fast time. 
3. Lifelong services:  we provide lifelong services for all the products we sold out, and supply the 
spare parts with discount price.   
8.The customer can contact with seller by phone, e-mail, Skype etc, we promise will keep our mobile 
is open full days (24 hours). 
 


